
Carbon Steel Wall Thimbles

 Application

Part Number Size Body OD Body Length A ID Weight

000-004-080 2.00 15.00 26.00 21.00 3.30 92

000-004-081 3.00 16.00 26.00 22.00 3.92 100

000-004-082 4.00 17.00 26.00 23.00 4.92 111

000-004-083 5.00 18.00 26.00 24.00 5.98 121

000-004-084 6.00 19.00 26.00 25.00 7.05 131

000-004-085 8.00 21.00 26.00 27.00 9.05 151

000-004-086 10.00 23.00 26.00 29.00 11.17 172

000-004-087 12.00 25.00 26.00 31.00 13.17 191

000-004-088 14.00 26.00 26.00 32.00 14.42 202

000-004-089 16.00 28.00 26.00 34.00 16.42 222

000-004-090 18.00 30.00 26.00 36.00 18.42 242

000-004-091 20.00 32.00 26.00 38.00 20.42 264

000-004-092 22.00 34.00 26.00 40.00 22.42 284

000-004-093 24.00 36.00 26.00 42.00 24.42 304

All dimensions are in inches, all weights are in pounds and are approximate.

The information provided in this document is intended for informational purposes only and is subject to change without notice. 
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Designed to meet NFPA 37 requirements, 
AES wall thimbles are constructed of heavy 
gauge steel, 2" of thermal insulation rated 
to 1200° F, and an outer wall air gap.  
Standard finish is high temperature black 
paint, galvanizing and aluminum thermal 
spray coating are options.  304SS and 316SS 
versions available.
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